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Humidifier Model

Voltage (V) 

Power (kw)

Height Width Depth

Steam Outlet 

Water Inlet

Mesure mm (Inches)

Current (A)

Dimensions mm (Inches)

Pressure Limit (PSI)

Number of cylinders

Connection
Temperature Limit (ºF)
Water pressure limit

Steam supply copper (L type)
Insolation fiber glass

ELECTRODE STEAM HUMIDIFIER 575/3 - 55.1 LBS/H

18.7

60.5 (133.4)

40 (1.6")
14.5 à 115 psi

1

2 x 3/4" FPT
33.8 (104 F)

14.5 à 115 psi

40 (1.6")
1"

UE015XN1U1

•  Proportional or On/Off controls
•  Graphic display and messages in different languages
•  Operation with daily and weekly time bands & variable set points
•  Drain pump standard       
•  AFS system (patended)
•  Alarm log with time stambing
•  Automatic draining in standby       
•  Drain tempering 140ºF 
•  AVAILABLE OPTION BUT NOT INCLUDED  : 
      Communication Bacnet™,LON®

Cylinder Model BL0T4D00H2

575-3-60

815 (32) 545 (21.5) 375 (14.8)

18.8

Number of steam outlets 1

Weight kg (lbs)

Drain Connection

Connection
Drain Temperature (ºF)
Instant flow rate (gpm)

2 " dia
140ºF

5.9 gpm

humiSteam

Front Bottom
Clearance mm (Inches)

Top

700 (27.6) 200 (7.9) 150 (6)
Lateral 200 (7.9)

Capacity kg/h (lbs/h) 25 (55.1)

UE025XN1U1


